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Biitlin gerekli biikiim hesaplamalarina ve genis hafizali kalip
kiitliphanesine sahip kullanimi ¢ok kolay CNC sistemi

Gok biikiimli karmagik sekillerin yaninda, siirekli tekrarlanabilirlilik
gerektiren seri tretimlere uygunluk

Biikiim hassasiyeti ve tekrarlanabilirligi konvansiyonel abkant
preslerden en az bes kat daha fazla

Oransal valf teknolojisi ve hassas lineer cetveller sayesinde +0.01mm
ye kadar tam senkronize Y1-Y2 eksenleri

CNC tarafindan kontrol edilen AC servo siiriictilii gok hizli arka
dayama

Universal adaptorlil, Avrupa-tipi iist kalip tutucular
Pargall Gist kalip

Parcali alt kalip

Yiiksek strok ve gene agikligi degerleri

Ekstra derinlikte bogaz (350 / 380 mm)

Rayli araba (izerinde hareket eden iki adet destek kolu
Acil stop butonlu ¢ift pedalli ayak konsolu

Hareketli kumanda kolu

Svigli yan ve arka muhafazalar

Numaralandiriimig kablolardan olusan PLC destekli ve soGutma fanli
elektrik kabini

Disik strttinmeli fiber kizak yataklar ile desteklenmis (st cene
hareketi

Muhtelif tutucu, kalip ve bombeleme opsiyonlari

GENEL OZELLIKLER / DESIGN AND OPERATING FEATURES

Easy-to-use CNC system with complete bending computations
and large tool library

Ideal for multi-bending of complex forms, as well as for volume
production which require constant repeatability

Bend accuracy and repeatability at least five-fold higher than
a conventional press brake

Fully synchronised Y1-Y2 axes to + 0.01mm via proportional
valves and precision linear scales

Very fast AC servo backgauge system controlled by CNC

Euro-style top clamps with intermediaries and (available) quick-
release clamping

Top tool: sectionalised gooseneck punch
Bottom tool: sectionalised 4-V die

High stroke and daylight values

Extra deep (350/380 mm) throat gap

Two front arms on linear rail

Dual footswitch console with emergency stop
Swiveling pendant arm

Side and rear safety gates (electrically interlocked and/or light
or laser guarded)

Compactly-wired PLC electrics in ventilated cabinet

Rigidly welded, monoblock machine frame for minimum
deflection under load

Ram travel fully supported in low friction slideways

Options for tooling and crowning



Manuel elle bombeleme On lazer koruma
Front laser protection

Mekanik bombeleme
Mechanical crowning Manual crowning

Kolay ailir / sikilir kalip tutma sistemi~ Motorlu bombeleme
Quick release clamps Power crowning

2 boyutlu grafikli CNC
Unitesi - duemila 4 . -

2D graphical CNC
unit - duemila 4
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CNC KONTROL OZELLIKLERI / CNC OPERATING FEATURES

Kontrol tipi: 4 eksen niimerik CNC, Baykal EC4

Kontrol edilebilen makine eksenleri : Y1-Y2 silindirleri,
2 arka dayama ekseni, bombeleme ekseni

Garpigsma algilamasi ile en uygun niimerik bikiim
sirasinin otomatik tespiti

Kalip bilgisi girmek icim 2 boyutlu (2D) grafik editor

Otomatik denetimlerle eksen pozisyonlarinin
programlanmasl; R eksen pozisyonunun, biikme
tonajinin ve bombelemenin otomatik hesaplanmasi

Program adimlari ve kalip bilgisi igin yiiksek kapasitede
hafiza, 7000 program ve her programda 80-adim
kapasite, yiiksek triin adedi ve her program adimi i¢in
99 tekrar imkani

USB flash diskle kontrole aktarilabilen biikiim dosyalari
yapmak igin iki boyutlu grafikli (2D off-line) software
programi makine ile birlikte licretsiz

Direkt biikme agisi veya mutlak deger girerek mamul
programlama. Her bir CNC programi igin
programlanabilir veya otomatik hesaplanan fonksiyonlar:
biikme uzunlugu/kalinli§i, malzeme segimi, kalip segimi,
biikiim metodu, mute pozisyonu, pinching noktasi,
baski kuvveti/hizi, arka dayama inkremental hareketi ve
geri cekilmesi, durma zamani, eksenlerin yeniden
pozisyonlanmasi i¢in bekleme zamani, dekompresyon
hizi, konik biikiim ayari, Y ve X eksen diizeltmesi

Tim eksenlerin manuel kullanim imkani
16 adet farkli dil segenegi
USB flash diske program ve kalip bilgileri yiikleme

EC4 CNC kontrol grafikli offline
software programi ile birlikte

EC4 CNC unit complete with free
offline graphical programming
software

Controller type : Baykal EC4, 4-axis numerical CNC

Controllable machine axes : Y1 - Y2 cylinder axes,
2 backgauge axes, Crowning axis

Automatic identification of the best bend sequence
numerically with collision detection

2D graphic editor for tool data entry

Programming of the axis positions with automatic
checks; automatic calculation of the R-axis position,
bending tonnage and crowning

High memory capacity for program steps and tooling
data, capacity for 7000 programs and 80-steps in
each program, high product number and 99 repeats
of each program step

FREE 2D graphical programming software to work
off-line to create graphical bending files which can be
transferred to the controller by USB flash disk

Product programming with direct angle input or in
absolute dimensions. For each CNC program, the
programmable and/or computed functions include :
bending length/thickness, material selection, tooling
selection, bend method, mute position, pinching point,
press force/speed, incremental travel and retraction
of backgauge, dwell time, delay time for axes
repositioning, decompression speed, tilt adjustment,
correction on Y and X axes

Manual operation of backgauge axes
16 selectable languages

Memory storage on USB flash disk: information for
tooling and programs






