
testing equipment for quality management

eXacto ®

Coating Thickness
Gauge

Innovative technology
for precise and 

reliable measurements of
· internal probe
· external probe

Compact coating
thickness gauge with
self-explanatory menu

operation for
measurements of

· non-magnetic coatings   
on steel  0 - 3000 µm

· insulating coatings on   
non-ferrous metals
0 - 2000 µm



Product features 
Entirely new: eXacto - the ideal gauge for  non-
destructive measurement of all non-magnetic 
coatings on steel (e. g. paint, chromium) and all 
insulating coatings on non-ferrous metals (e. g. 
paint on aluminium, anodising) 
Dual version FN: automatically adjusts to the 
orrect substrate metal: ferrous/non-ferrous c

 
• Internal or external probe. 
 
• Infrared interface. 
 
• Compact design for one-hand operation. 
 
• Calibration foils and standards are stored safely 

in the gauge housing. 
 
• Manual preselection of the measuring principle 

possible. 
 
• Display with backlight. 
 
• Monitoring of tolerances through limit setting 

and alarm signal. 
 
• Statistical evaluation: single value and block 

tatistics. s
  
• Data memory for up to 90 single readings. 
 
 
Technical data 
eXacto Type F 
for measurements on steel  
(
 
magnetic induction principle) 

eXacto  Type N 
for measurements on non-ferrous metals  
(
 
eddy-current principle) 

eXacto  Type FN 
(both principles combined in one gauge) 
 
Measuring range: 
F:  0...3000 µm 
N:  0...2000 µm 
F
 

N:  0...2000 µm 

Tolerance: 
± (2 µm + 3 % of reading) 
R
 

esolution in the lower range: 0.1 µm 

Calibration: 
Zero = Zero calibration 
Cal = calibration with calibration foils 
 
M
 

inimum measuring area:     ∅ 20 mm 

Minimum substrate thickness: 
F = 0.5 mm, N = 50 µm 
 
Minimum curvature radius: 
convex: 5 mm 
concave: external probe 25 mm 
internal probe: 35 mm at the edges, 60 mm in the 
middle of an object to be measured 
 
 
 
 

 
 

Measuring unit: 
m etric / imperial at choice 

 
A
 

mbient temperature:     0°...50° C 

D
 

imensions:     160 mm x 35 mm x 40 mm 

W
 

eight, net:       approx. 200 g 

Interface: 
eXacto with external probe: infrared to MiniPrint 
data printer or PC 
eXacto with internal probe: RS 232 C and infrared 
to MiniPrint data printer or PC 
 
Statistical evaluation: 
Single value statistics 
Number of readings, mean value, standard 
eviation, min., max. d

 
Block statistics: 
number of readings per block as needed  (5...30), 
m
 

ean and standard deviation per block 

Data memory: 
for 90 single readings or 45 block values (mean 

nd standard deviation) a
 
Monitoring of tolerances: 
limit setting and alarm signal 
 
 

Order Information 
Ord.-No. Product Name 
0509.04.51 Coating thickness gauge eXacto Typ F, 

with internal probe 
0509.05.51 Coating thickness gauge eXacto Typ N, 

with internal probe 
0509.06.51 Coating thickness gauge eXacto Typ FN,

with internal probe 
0509.07.51 Coating thickness gauge eXacto Typ F, 

with external probe 
0509.08.51 Coating thickness gauge eXacto Typ N, 

with external probe 
0509.09.51 Coating thickness gauge eXacto Typ FN,

with external probe 
Delivery schedule: 

eXacto is supplied with wrist strap, batteries, 
control standard (steel and/or aluminium), 

calibration foils, soft belt case, operating instructions, 
plastic case 

Accessories: see our price list eXacto. 
 
 
 
Subject to technical modifications. 
Gr. 10 - TBE - I/2002 
 


